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PARTS INCLUDED

1PC   Black, Anodized 6061 Aluminum Catch Can
1PC   Applicat ion-Specif ic Mount ing Bracket
4PC   Direct -Fit  Hoses w/  Pre-At tached 

Quick-Disconnect  Fit t ings
2PC   Worm Gear Clamps
2PC   Metal Barbed Fit t ings
1PC   Bronze Filter
1PC   Air  Diverter
1PC   Internal Baff le & Rod 
1PC   3/8" NPT Plug
1PC   Large O-Ring
          Mount ing Hardware

TOOLS NEEDED
 
2.5mm Allen Key
7mm Socket  
8mm Socket
10mm Socket
15mm Socket
3/8" Drive Ratchet
17mm Wrench

INSTALL TIME   1 Hour

INSTALL DIFFICULTY

DISCLAIMER

- Allow vehicle to cool completely pr ior to
   at tempt ing installat ion.

- Mishimoto is not  responsible for any vehicle
   damage or personal injury due to installat ion
   errors, m isuse, or removal of Mishimoto products.

- Mishimoto suggests that  a t rained professional
   install all Mishimoto products.

INSTALL PROCEDURE

1. Remove the PCV hose. Separate the 
quick-disconnect ends on the PCV hose from their 
respective ports. To disconnect them, lift the gray 
tab and slide it over. Then pull the connector off 
the port.
  

The following steps are for 2011-2014 Ford F-150 
owners. For 2015-2016 owners, please skip to Step 
16 to see how the bracket is installed on your 
vehicle. Then return to Step 8 for the rest of the 
installation procedure.
 

2. Remove the bolt on the ground strap next to the 
ECU. (1x 8mm bolt)

3. Peel back the ECU cover to reveal the hardware 
and second ground strap. (1x spring clip) 

4. Remove the nut that secures the ground strap. 
Pull the ground strap off the stud. Then remove 
the bolt that secures the edge of the ECU. 
(1x 10mm nut, 1x 10mm bolt) 
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5. Install the catch can bracket. 
(1x 10mm bolt, 1x 8mm bolt, 1x pop-clip) 

6. Secure the second ground strap over the ECU 
bolt. (1x 10mm nut) 

7. Set the cover back over the ECU and secure it with 
the clip. (1x spring clip) 

8. Attach the fitt ings to your catch can. Snug them 
down using a wrench.  

9. Install the catch can to your bracket. 
(3x 2.5mm Allen bolts) 

10. Insert a quick-disconnect fitt ing into one of your 
provided hoses. For the first hose, insert the 
fitt ing on the end with a 90-degree bend.  
(1x worm gear clamp)

11. Set up your second hose with a quick-disconnect 
fitt ing. Position the fitt ing so the quick-disconnect 
is facing in the opposite direction of the bend. 
(1x worm gear clamps)  

12. Attach the quick-disconnect end of your shorter 
hose to the valve cover.  

13. Slide the other end over the catch can?s IN port. 
(1x worm gear clamp) 

14. Attach the quick-disconnect end of your longer 
hose to the intake manifold.  

15. Slide the other end over the catch can?s OUT port. 
(1x worm gear clamp) 

The following steps are for installing the bracket on 
a 2015+ Ford F-150. 

16. Remove the acorn nut on the group strap next to 
the ECU. (1x 15mm acorn nut) 

17. Remove the nut on the edge of the ECU. This nut 
will not be reused for the installation of the 
bracket. (1x 10mm nut) 

18. Install the bracket over the two studs where you 
removed nuts from in the previous two steps. 
Reuse the acorn nut to secure the bracket over 
the ground strap, and use the provided nut 
secure the ECU side. (1x 10mm nut)  

Congrat ulat ions! You have f in ished 
inst all ing t he Mishim ot o 2011-2016 Ford 
F-150 V8  Baf f led Oil Cat ch Can.
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